Q&? RGB Technology®

UP TO DATE TECHNOLOGIES

//////////////////////////////////////////////////, 5959;555599,

RGB Technology / Technical support / tel. (94) 318 18 11 (ext.301) / wsparcie@rgbtechnology.pl / www.rgbtechnology.pl

Configuration of the LAN network card (wired) in Windows 7
for Display connection.

1. From ,Menu start” (left Lower corner) choose ,,Control Panel”. In the Control Panel in the right
upper corner change the appearance ,, View by: Small Icons”, next click on ,, Network and Sharing
Center”.

2. From the menu on the left side ,,Manage Network connections”.

3. Click with the right Mouse button on ,Local Area Connection” and next choose ,,Properties”.
ATTENTION: If you have more network cards (ex. Wireless, Bluetooth, ADSL) please shut down (right
mouse click on a connection and next choose ,,Disable”) all except the network where the display is
connected.

4. Inthe window ,, Local Area Connection Properties” mark ,Internet Protocol (TCP/IP)” and next click
»Properties”.

5. Inthe window ,, Internet Protocol (TCP/IP) Properties” choose the option ,,Use the following IP
Address” and next fill out the fields:

a. IP address: 192.168.0.55

b. Subnet mask: 255.255.255.0

c. Leave other fields empty.

d. Confirm the changes with ,,O0K” button
ATTENTION: If the IP address or dns have already been set up on the card copy them so you
can go back to the previous settings.

6. Having set up the network adapter plug the display and place the network cable (crossover) to the
network adapter in your PC.

7. The display comes from the manufacturer has default IP address: 192.168.0.11. This IP address
usually should be set in the configuration program used to connect to the display (especially if it is a
new product). In the case of connection problems or if we changed the IP address and don't
remember it, use a program that search for display in the local network and give its IP. Programs
that used to appear on CD in the catalog ... aditional\network diagnostics /. Due to the fact that in
the device RGB Technology there are various communication modules, the disc contains a few
programs. But there is one program that allows you to search different generations of
communications modules - RGB Devicer. It is recommended to use this program.
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(-5 RGB Technology = Producent RGB Technology
3 192.168.0.11 (LAN RGB) Mazwa produktu Wyséwietlacz monochromatyczny
‘Wersja protokotu 1
Firmware 1.41
Hardware 1.30
Maksymalny rozmiar animacji [MB] 1887
Predkos¢ komunikacii M2
MNazwa modutu LAN RGB
MAC modutu 00.15.56.04.00.15
IP modutu 192.168.0.11
Maska modutu 255.255.255.0
Brama modutu 192.168.0.1
Firmware modutu 01.20

= s, Polaczenie lokalne
[=-E8 Intel(R) PRO/100 YE Network Connection - Sterownik mi
#¥# Adres fizyczny: 00.11.25.95.25.87.
£5 Adres IP: 192.168.0.36
#F Brama: 192.168.0.1
4¥# Maska: 255.255.255.0
£ DHCP wiaczone: Nie
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In the left upper corner of the window should show the IP address of the display.

8. Display setup in RGB Technology programs:
- RGB Mono Studio
- RGB Color Studio
is in the manual of the given program, which is activated with ,F1” button.

9. In case of connection problems please disconnect the following:
a. Antivirus programs,

Firewall programs,

Windows 7 firewall,

Check IP addresses,

Disconnect other network connections (ex. ADSL, GPRS).
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